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Šiuo raštu patvirtiname, kad žemiau išvardinti gamintojo “SOMI NETWORKS” 

moduliai yra pilnai suderinami veikimui su Alcatel-Lucent Enterprise tinklo komutatoriais 

OS6350; OS6450; OS6560; OS6850; OS6860; OS6900. 

Gamintojas: SOMI NETWORKS 

Modulių grupės: 

SFP+ 

SFP.  

Modeliai, tokie kaip pavyzdžiui: 

SFP+ įrenginio ID (sąrašas nebaigtinis): 

o SFP*2F10GS1310, 10 Gigabit optical transceiver SFP+. Supports monomode

fiber over 1310nm wavelength nominal. Typical reach of 10km.

o SFP*2F10GM853, 10 Gigabit optical transceiver SFP+. Supports multimode

fiber over 850nm wavelength nominal. Typical reach of 300m

SFP įrenginio ID (sąrašas nebaigtinis): 

o SFP-GIG-LX: SFP*2F1GS1320, 1 Gigabit optical transceiver SFP.

Supports single mode fiber over 1310nm wavelength nominal. Typical

reach of 20 km.

o SFP-GIG-SX:  SFP*MM2F LC1310nm 1,25Gb 1 Gigabit optical 
transceiver SFP. Supports multimode fiber.Typical reach of 2 km.
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Hereby that Alcatel-Lucent Enterprise network switches listed below OS6350; OS6450; 

OS6560; OS6850; OS6860; OS6900 are fully compatible with the SOMI NETWORKS 

modules. 

Manufacturer: SOMI NETWORKS 

Modules groups: 

SFP + 

SFP. 

Model of modules to be specified such as: 

SFP + Device ID (non-exhaustive list): 

o SFP*2F10GS1310, 10 Gigabit optical transceiver SFP+. Supports

monomode fiber over 1310nm wavelength nominal. Typical reach of

10km.

o SFP*2F10GM853, 10 Gigabit optical transceiver SFP+. Supports

multimode fiber over 850nm wavelength nominal. Typical reach of 300m

SFP device ID (non-exhaustive list): 

o SFP*2F1GS1320, 1 Gigabit optical transceiver SFP. Supports single mode

fiber over 1310nm wavelength nominal. Typical reach of 20 km.

o SFP-GIG-SX:  SFP*MM2F LC1310nm 1,25Gb 1 Gigabit optical
transceiver SFP. Supports multimode fiber. Typical reach of 2 km.

Vytas Norkus 

SOMI NETWORKS UAB 


